NOTES TO DESIGNER:

1. FILL IN BLANKS AND/ OR VERIFY ALL TEXT IN BLUE.

2. SET GRADES TO CONVEY STORMWATER WITHIN R.O.W. OR EASEMENTS.
3. REVISE DETAIL AS NECESSARY TO MATCH ACTUAL ROADWAY DESIGN.

4. MODIFY DETAIL TO MEET SPECIFIC CONDITIONS
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PROPOSED ASPHALT
PAVING PER TYPICAL

TAMPED TOPSOIL

PER SECTION
32 91 19

SECTION

1 VARIES

STABILIZED SUBGRADE
PER PAVING TYPICAL
SECTION

COMPACTED ACCEPTABLE
NATIVE BACKFILL PER
SECTION 31 24 00

MINIMUM EXCAVATION
OUTLINE FOR STREET
CONSTRUCTION

NEW CONSTRUCTION
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EXIST.

ASPHALT
PAVEMENT

EXISTING SUBGRADE

9” HMAC 2'-0"
TRANSITION SEE NOTE 1
PER 32 12 16
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NOTE:
1.

MINIMUM WIDTH IS 2'-Q".
MATCH EXISTING WIDTH UP TO 2'-6"

TAMPED TOPSOIL

PER SECTION
32 91 19

COMPACTED ACCEPTABLE
NATIVE BACKFILL PER
SECTION 31 24 00

MINIMUM EXCAVATION
OUTLINE FOR STREET
CONSTRUCTION

12"

CURB AND GUTTER EXPANSION JOINT

12 6”
EXPANSION JOINT, FORMED GROOVE
#4 x 24" SMOOTH ROUNDED TO %" RADIUS WITH %"
DOWEL PREMOLDED EXPANSION JOINT AND
SILICONE JOINT SEALANT
TOP OF CURB 1% MIN.
_\ CLEARANCE o |
TOP OF PAVEMENT 2” MIN. 6” OR 7"
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PER TYPIC
12" DOWEL SLEEVE OR CAP ROADWAY
PROPOSED TO FIT DOWEL AND BE SECTION
SUBGRADE
SECURED
PER TYPICAL BAR STOP
ROADWAY
SECTION
NOTE:

EXISTING STREET

AL

1. 200 LF MAXIMUM SPACING BETWEEN CURB
AND GUTTER EXPANSION JOINTS.

FORT WORTH

CITY OF FORT WORTH, TEXAS

STANDARD CURB AND GUTTER
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